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DECLARATION OF COMPATIBILITY 

 

1) Manufacturer:  

Tobrix B.V. 

Van Dijklaan 27 
5581 WG  Waalre 
The Netherlands 

 
2) Products 

See appendix. 

 

3) The products described above are in compatible with the lasers with the 

following specifications 

a) Wavelength 810nm, 980nm or 1470nm 
b) A numerical aperture of 0,22 or 0,37 

c) Maximum power of 15 watt continuous  

 

4) The laser fibers have been tested on the following lasers 

- Quanta System Derma Diode 1470nm 

- Quanta System Nano 1470 

- Quanta System D-Plus 980nm 

- Intermedic Multidiode Endo 

- Biolitec Cerelas 

- Diomed Delta  

 

 

 

 

 

Waalre 7/1/2015  

 

AJC Stokbroekx, Managing Director 
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Appendix 

 
 Date: 2016/01/07 
 
List of devices. 
 
 

Device name 
Type/ model/ref 

number 
Wavelength NA 

Radial fiber 400, Slim TXMF400R 980nm – 1470nm <= 0,22 

Radial fiber 600, Regular TXMF600R 980nm – 1470nm <= 0,22 

200mu surgical fiber 
glide round tip, dark 
hole, Single use 

TXMFU200          
       

980nm – 2100nm <= 0,22 

Bare Fiber 600 mu 
TXAF600BFS 

TXAF600BFSPC 
810nm – 1470nm <= 0,37 

Tulip-Tip Fiber 600mu 
TXAF600BTS 

TXAF600BTSPC 
980nm – 1470nm <= 0,37 

    

    

    

    

 


